

Phone: (07) 49279150
Email: rifen.boats@bigpond.com
Website: www.rifenmarine.com.au


Stacer 379 Proline SE
POA


## Specifications

## Boat Details

| Price | POA |
| :--- | :--- |
| Model | 379 Proline SE |
| Year | 2023 |
| Hull Style | Single |
| Power Type | Power |
| Condition | New |
| Suburb | NORTH ROCKHAMPTON |

Boat Brand
Stacer
Length
Category
Hull Type
Stock Number
State
Engine Make
3.75

Aluminium Boats
Aluminium
SP379PSE2LP
Queensland

## Disclaimer

Our company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant the condition of the vessel. A buyer should instruct his agents and/or surveyors to investigate such details buyer desires validated. This vessel is offered subject to prior sale, price change or withdrawal without notice.

Website: www.rifenmarine.com.au

## Description

The Stacer 379 Proline SE is a step up from the original Proline, and a great option for inland boaters looking to chase freshwater prey. Features include 2 aluminium bench seats, glove box, handles at bow and transom, space for 3 anglers with their gear and a max HP rating of 25 . What stands it apart from the original Proline are the higher sides, which make it more ideal for larger dams and lakes, safer for young children and ideal for fending off crocs in the Top End.

## Features

| Country Origin | AUS |
| :--- | :--- |
| Length (m) | 3.75 |
| Beam/Width (m) | 1.76 |
| Hull Thickness - Bottom (mm) | 1.6 |
| Hull Thickness - Sides (mm) | 1.6 |
| Draft (m) | 0.73 |
| Dry Weight (kgs) | 98 |
| Warranty (Months) | PROLINE |
| Maximum Horse Power | 25 |
| Passenger capacity | 3 |

## Disclaimer

Our company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant the condition of the vessel. A buyer should instruct his agents and/or surveyors to investigate such details buyer desires validated. This vessel is offered subject to prior sale, price change or withdrawal without notice.

